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Company Profile

SHENZHEN OTTIMA TECHNOLOGY CO., LTD (referto "OTTIMA® as
following) is a worldwide supplier of LED Driver established in 2006.
OTTIMA is a high-tech enterprise specializing in the R&D,
manufacturing and export of LED Driver/LED power supply.

QOur factory covers 4,300 square meters with 6 production lines.We have
6 R&D staffs with more than 10 years experience in LED and 150 workers,
Our products are ULETL, FCC,CE,UKCA,SAA ,RCM appraved.|n addition,
our quality can guarantee 3/5/7 years warranty and keep repair &
maintenance rate below 0.3% .

Qur company has advanced production equipment and testing
equipment, such as wave soldering, ageing test equipment and SMD
machine. We strictly carry out 1S09001 guality management system
standard to ensure product quality. Since 20086, by virtue of straong
development capability and excellent product quality, we have achieved
a high reputation both oversea and domestic market.

North America is our main market,we are selling many drivers to U.S.A
and Canada, have worked with many led power supplies distributors
and lighting manufacturers for years,some are the members of [ALD
LIRC.

OEM/ODM is available,
We will continue to produce more competitive, environmentally friendly
and energy saving products to meet customers’ needs and create win-

win business with you!

Choose Ottima,Benefit both!!

(> maisimaiE

\\D’TBFMA OTTIMA LED DRIVER

Office Environment
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Ultra-Thin LED DriveriIP20 > Ultra-Thin LED Driver IP67

+ Input Voltage 100-240Vac

«High Efficiency design

+IP20 design

+Open Circuit ,Shart Cireuit ,Over Load,Over
Temperature ,Overvoltage Protection

+ Iyearswarranty

= InputVoltage:100-264Vac/180-240Vac/90-130Vac

«High Efficiency design

+Built-inactive PFC function

= IP67 waterproofdesign

« Open Circuit,Short Circuit ,Over Load,Over
Temperature ,Over voltage Protection

+ Match ERP Standrand »3yearswarranty “ thin
(ra-
- 20mn1U
UK  # CEhd UK o i) LyseLy @D :
ey _J@SE'—V"‘@“ e CEES o o & hlia e :
Applied to LED Strip Light,LED Module,LED Nean,LED Mirror Light ,LED Furniture Light ,ete Appliedto LED Strip Light,LED Module LED Neon,LED Mirror Light,LED Furniture Light ete

*The following power, output voltage and ocutput current can be adjusted according to customer requirements. *The following power, output voltage and output current can be adjusted according to customer requirements.

OTM-55W10 10w 12/24v 0.83A/0.416A 86% =09 144*54*25

OTM-556 BW 12/24¢ 0.54/0.25A 86% =06 99*46%15 OTM-SSW15 15W 12/24v 1.25A/0.68 86% 0.9 144*54*25
OTM-5515 15w 12/24¢ L25A/0.62A 86% =06 99°46"15 OTM-SSW30 30W 12724V 2.5A/1.254 86% 0.9 19475425
OTM-5520 20w 12/24¢ LETA0.83A 86% =06 128°50%15 OTM-SSW40 40W 12/24V 3.33A/1L6TA 86% >0.9 194*54*25
OTM-5530 30w 12/24% 2.5A/1.254 86% =0.6 165"50"16.5 OTM-SSWS50 SOW 12724y 4.17A/2.084 86% =09 194*54*25
OTM-5540 40W 12/24v 3.3A/1L6TA 86% =0.6 165*50"16.5 OTM-SSWE0 GOW 12/24y SA/2.54 B86% =0.9 213*63*20
OTM-S550 50w 12/24¢ 4.17A/2.08A 86% =0.6 165"50"16.5 OTM-SSW100 100W 12/24V 8334/4.17A 86% =0.9 213*63*20
OTM-5560 GOW 12/24¢ SA[2.54 86% =06 165*50°16.5 OTM-S5W120 120W 12/24v 104/54 86% =09 213*63*20
OTM-5580 a0w 137249 6.66A/3.33A 86% =06 185%63.5"22 OTM-SSW150 150W 127249 12.5A/6.254 86% =0.9 21062*35

Slim 7 Flick: OTM-55W180 180w 127249 15A/7.5A 86% =0.9 210%62*35
OTM-5520 20W 12/24v 16TA/0.834 86% >0.9 159*59*18 OTM-SSW200 200W 1224 16.74/8.334 86% =0.9 210%62°35
OTM-S530 30W 12/24 2.5A/1.254 86% >0.9 159*59*18 OTM-S5W250 250W 12724V 20.83A710.424 86% >0.9 231*75*35
OTM-5540 40w 12724y 334/L6TA 86% =09 159759718 OTM-S5W300 300W 1224V 25A/12.5A 86% >0.9 231%75%35
OTM-§850 50W 12/24v 4.17A/2.08A 86% >0.9 185%63.5"22 OTM-SSW350 350W 12/24¥ 29A/14.584 88% >0.9 23177535
OTM-5560 60W 12/24¢ SA/2.5A 86% =09 185"63.5"22 OTM-S5W400 400W 12/24V 33.334/16.66A 88% =0.9 231"75"35

_fols.’)c‘c‘ah?m:j. n LED Driver,since 2006... / /specializingin LED Driver,since 2006.. 02;
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NZITIMA OTTIMA LD DRIVER
5

Cabinet Light LED Driver

- Power range:L8W-100W IP20 design

« Input voltage 100-240Vac

+ Ultra thindesign 18mm- Hidden Installation

+ With 6-10pcs DuPontterminal and master control,make your wiring
more reasonable and simple

+ Connecting human PIR sensor, hand swinging sensor touch sensor

+ 100% full load aging test

+ Open Circuit,Short Circuit,Over Load,Over Heat Protection

+ 3yearswarranty

CELKy T selv @. FE

l
BB

Fuman PIR sensor

. Doubls door sensar  Single door sansar

‘ Hand sweep sensar / A p p l i e d to

e o ge . LED strip.LED bar,LED module,LED neon, LED advertising screen and other LED lights,etc.
Typical Specifications

*The following power, output voltage and output current can be adjusted according to customer requirements.

Output power | Output voltage | Output current thciency. L Size(L*W*H)mm '| '
OTM-5518-CB 18w 12/24v 1.5A/0.75A 86% >0.9 118752*18 | '
OTM-5524-CB 24w 12/24V 2A/1A 86% =0.9 118752718 | '
OTM-5530-CB 30w 12/24v 25A/1.25A 86% 0.9 118"52*18 | '
OTM-5536-CB 36w 12/24v 3A/L5A 86% >0.9 138"55"18 L I
OTM-5550-CB 50w 12/24v 4.16A/2.08A 36% >0.9 138755"18 Il I
OTM-5560-CB 0w 12/24v SAf2.50 86% =0.9 168"60"20 Il .
OTM-SST5-CB T5W 12/24¢ 6.25A/3.1254 86% >0.3 198"60"20 e AR SenaaE . .
o I Hand swinging sensor feaddgg
OTM-5580-CB B0W 12/24v 6.664A/3.33A 86% =0.9 198%60"20 | Totich serses
OTM-S5100-CB 100W 12/24¢ 8.3A/4.16A 86% =0.9 198*60"20 L _I-..-.-..-...-...._..—......;.....-.._......l
. | e 1_.‘ I Mzster sengar
g I
“hm AL = { a ‘13 | o
e - I = I
| |
b | - I
& I = 33 1
- =) — i
[ == i |
| A——— W
- — =]

fOSspecializingin LED Driver,since 2006... / /specializing in LED Driver,since 2006 06/
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DALI & Push Dimmable2in1

« Input Voltage 90-264Vac

+ Flicker-Free

= Full-1solated,Power range 30-400W

«Short Cireuit, Over Temperature, Overeurrent Over Load Over Voltage Protection
= Built-in active PFC function

+Dimming range: 0-100%, LED start at 0.1% possible

+ Syearswarranty

(€ EE ;’ @&SEL\I @ F@

Interick

Appliedto LED Strip, LED Neon,LED Module, Suitable forintelligent LED lighting.etc

GTM-DDW30 30W 121249 25A/1.25A 0.9 164*56"35 1P6T
OTM-DDWA4D 40w 12/24v 3.33A/16TA =09 164*56"35 P67 guLMainenG ED DAmeE (with ONORT tunetion)
rttmbt————
OTM-DDW45 45W 12/24v 3.T5A/LETA =0.9 164*56"35 IPET MMainsAC | DALI POWER o I
. _Tl: =nm e
OTM-DDWS0 S0W 12/24¢ 4.1TA/2.08A 0.9 164*56*35 IPST N Maing AG (S5 pauseuskom ¥ o LEDe
OTM-DDWEO s0W 12/24v 5A/2.5A 0.9 164*56*35 IP6T @_< e VY cerveeony - 5 P A e LED-
— = -1
OTM-DDWE0 oW 12/249 6.6A/3.3A =09 1645635 IP6T St LEDDMEL = e
OTM-DDW100 100W 12/24v 83A/41TA =0.9 196*68*39 IP8T S8 basrusiom T o Leps
L |weuswmas  LED Driver e
OTM-DDW120 120W 12/24v 10A/54 =09 196*68*39 IP&T DALIBUS T BLAGK
OTM-DDW150 150W 127249 12.5A/6.25A >0.9 196*68*39 IP&T
OTM-DDW180 180W 121299 15A/7.5A 0.9 23668°39 1P&T N,L PS8 palepusiom + o LED:
Mains AC Mains AC L |e=weusoas  LED Driver LED-
OTM-DDW200 2000 12724 16.64/8.33A =09 23668°39 IP&T L opusmone ointe
OTM-DDW240 2400 127249 20.8A/10.44 0.9 23668739 IP&T
DALI Systemn
OTM-DDW300 300W 127249 304/15A 0.9 244775738 1P&T — D
OTM-DDW350 350W 24V 14.6A 0.9 260*80%43 IPET ‘
DALIBUS
OTM-DDW400 400W 24V 16.6TA >0.9 260*89°43 1P6T e ] Leoe L Mains AC
Dntléggﬁcl;rnw Sif DALIZPUSH-DIM T o LED+
; e | Lee W'—E Seimoss  LEDDrvar  _ - Le0.
e ey

.-'llﬁjﬁc.almng in LED Driver,since 2006... / /specializing in LED Driver,since 2008 12.’



TABLE F NTENT Dimming Power Expert
o Co S Your Lights'Housekeeper

Phase Cut/Triac Dimmable LED Driver 4in 1 dimmable LED Driver
VR/PWM Output, 0-10V//1-10V/10V PWM/Potentiometer

PA3-18  ElyimLy Leading&Trailing Edge P.29-34  pimming range:0-100% 7 \@\ {/f !
Dimming range 0.01-100% Loading:10-100% @;{5}, {.’.,; ?__;.
Loading :0.01-100% 100-277Vac N
110-27TVac . &\,;, 7

T

Mini Triac Dimmable Eletronic Transformer ETL dimmable LED Driver ’

P.19-20 Power range:60-300W P.35.36 Flicker-Free
Loading :20-100% Dimming range:5-100%
Dimming range:0-100% Loading:0-100%
90-130Vac 90-130Vac/200-277Vac/34TVac

Class2 WET

5in 1 dimmable LED Driver Non-Dimmable LED Driver e'l'b
P.21-28 Triac dimmable/0-10V/1-10V/10V PWM/Potent/ometer P.37-40  nput110-277vac SELV ! i A0 s F@
uSTED Class P TYPEHL

Dimming range:0.01-100% Leading * 0-100% Intertek ES25847
Loading:0.01-100% IP20/1PG7
110-27TVac 7 Years Warranty
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Triac Dimmable LED Driver

Triac/Forward and Reverse phase (leading and trailing edge)/MLV/ ELV dimmer
Switch to PWM or Voltage Regulation output

« VREPWM output, not change the color index

= Input Voltage:110-277Vac

+ Power Factor up to 0.38

*Dimming range 0.01-100%

+Loading Range 0.01-100%

+ Protection:short eircuitfover load/] Over temperature

+ Full protection case, for dry , damp ,wet location

* Flicker-free

»Work with Triac/Forward and Reverse phase (leading
and trailing edge)/MLV/ELV dimmer

»Cooling by free air convection

* T years warranty

sev @). ‘@ FE (@) Class2 WET

[l ClassP TYPEHL

Typical Specifications-

*The following power, cutput voltage and output current can be adjusted according to customer requirements

lodel N

OTM-TD30 30w 12V/24V/36V/48Y  2.5A f1.25A/0.83A/0.625A =09 6.22"2.13"0.79 P20

OTM-TD6D 50w 12V/ZAV/36V/AY  SA/2.5A/LE6AL25A =08 8.3522°094 IP20
OTM-TD8D 80w 12V/ZAV/36V/48V  6.6TA /3.33A/2.22A/L66A 208 835227094 P20
OTM-TD96 e 24v48Y 44124 509 835227084 P20
OTM-TDL00 100w LOV/24V/36V/48V  BI3AJA1TASLTTAIL08A =0.9 8.352.2°0.94 P20
OTM-TD120 1200 12V/24V/36V/48V  10A/SA/2I3A25A =09 1076'3.07°181 P67 MLV/ELV Dimmer is available
OTM-TD150 1500 12V/24V/36V/49V  12.5A/6.25A/4.16A/3.125A 209 1076*307°181 IP&7
OTM-TD200 2000 12V/24V/36V/48V  16.6TA /8.33A/5.550/4.16A 209 1076*307°181 IP&7 é))_ c
OTM-TD300 000 LV/2AV/36UAEY  I5A/10 5A/833A/6.25A 508 1198307181 P67 Tniag/Pmserall
e Groan
ITI OUTPUT Cu J__._ G|
OTM-TDI20-M  120W(2x60W) 12V 754 209 1076°307°181 P67 &
OTM-TD1SO-M  180W(3s60W) 12V 354 =09 1076'307°181 P67 e —
OTM-TDIS2-M  102W(2:96W)  24vjdav TAAITIA 209 10.76°307°181 P67 5t of 3T Bt w;‘l; - : e
OTM-TD288-M  288W (3x96W) 24V/36V/48Y 3*4A/372E6A/32A =08  11.98°3.07°181 P67 ot 1 R : 3 5 ; BM—%&E
OTM-TD300-M 300W (5x60W) 12v 5*5A =0.9 11.98*3.07°1.81 IP&T
OTM-TD340-M  J40W(4x8SW)  24v/dav 4354 LTTA 209 1198'307°181 P67

1BAWG to 16AWG(0.75mm” to 1.5mm?)

+13specializing in LED Driver since 2006... / fspecializing in LED Driver,since 2006.. 1 4/
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Triac Dimmable LED Driver

Triac/Forward and Reverse phase (leading and trailing edge)/MLV/ ELV
dimmer Switch to PWM or Voltage Regulation output

- JUNCTION BOX design,can be used directly
« Meet U.5.A,Canada standard

.« Input Voltage 110-277Vac

Power Factor up to 0.98

= Dimming range 0.01-100%

+ Loading Range 0.01-100%

Protection:short circuitfover load/ Over temperature

« VR&PWM output, not change the color index
Full protection case, for dry , damp,wet location
- Flicker-free

= Work with Triac/Forward and Reverse phase (leading and
trailing edge)/MLV/ELV dimmer

[ Switch To = Tyears warranty
(Gt voi
Adjustment

A+ SELV @ @ FE ;ﬁ;‘

uSTED
Eizzzar

Class2 WET
ClassP TYPEHL

*The following power, output voltage and output current can be adjusted according to customer requirements.

QOTM-TD30-J 30w 12V/24V/36V/48V 2,54 [1.25A/0.83A/0.625A >0.9 6.7174.57"1.65 1P65
OTM-TD60-J B60W 12V/24V/36V/48V  5A/2.5A/1.66A/1.25A =09 8.92'463'1.67 1P65
OTM-TD8D-J 30w 12V/249/36V/48V  6.6TA /3.334/2 22A/1 66A =09 892°4.63" 167 P65
OTM-TD96-J 96W 24v/48v A0J2A =0.9 8.92"4.63"1.67 IP65
OTM-TD100-J 100w L2V/24V/36V/48V  8.33A/4.1TA/ZTTAI2.08A =09 8.92°4.63"1.67 P65
OTM-TD120-J 120w 12v/24v/36V/ 48V 10A/5A/3.33A/2.5A =0.9 10"5.2*1.67 1P65
OTM-TD150-J 150w 12V/24V/36V/48V 12.5A/6.25A/4,16A/3.125A =09 1075.2"1.67 P65
OTM-TD200-J 200W 12V/24V/36V/48V  16.6TA /R.33A/5.55A/4.16A =0.9 10°5.2"1.67 IP65
OTM-TD300-J 300W 12V/24V/36V/ 48V 25A/12 5A/8.33A16.25A =0.9 113852167 IP65
QTM-TD120-JM  120W(2x60W) 12v 25A =09 10*5.2"1.67 IPB5
OTM-TD18O-JM  180W(3x60W) 12v 3x5A =0.9 1075.2"1.67 IPG5
OTM-TD19Z-JM  192W(2x96W) 24v/48¢ 2xAASLHIA =0.9 1075.2"1.67 IP65
OTM-TD288-JM  288W(3x96W) 24v/36v/48V 3x4A/3x2.66A/32A =0.9 11.38"5.2"1.67 IPG5
OTM-TD300-JM  300W (5x60W) 12v 5x5A >0.9 11.38"5.2"1.67 IP65
OTM-TD340-JM  340W {4x85W) 24v/48v 453 54AMxLTTA =0.9 11.38"5.2"1.67 IP65

:'155peflau7|r'cun ED Driver,since 2006... / /specializing in LED Driver,since 2006 16;
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Linear Triac Dimmable LED Driver

Triac/Forward and Reverse phase {leading and trailing edge)/MLV/ ELV dimmer

+Used for Linear Shape application
+Input Voltage 110-277Vac

+Power Factor up to 0.98

«Dimming range 0-100%

+ Loading Range 10-100%

* Protection:short circuit/over load/ Over
temperature

+ PWM output, not change the color index

« Full protection case, for dry , damp ,wet location

+ Flicker-free

+Work with Triac/Forward and Reverse phase
[leading and trailing edge)/MLV/ELY dimmer

+Cooling by free air convection
+ 7 years warranty

e(UL)us f Class2 WET
RELY @ @ FE < ClassP TYPEHL

*The following power, output voltage and output current can be adjusted according to customer requirements.

OTM-TD30-S*-F 30w 12/24V 2.5A /125 =0.9 10.39°1.18%0.73 IF20 " -

OTM-TD36-S*-F 36W 12/24v 3A/L5A >0.9 10.39°1.18*0.73 IF20 AC

OTM-TD60-S"-F s0W 12/24v 5Af2.25A 0.9 119771.1870.73 IP20

OTM-TD96-5*-F 9B 24V 4A >0.9 13.15%1.18*0.89 IP20 N >& @
OTM-TD100-5*-F 100w 12/24v 8330/ 4.17A >0.9 13.151.18%0.89 IP20 l\\__) ; : = e ————

OTM-TD150-S*-F 150w 12/24v 12.5A/6.25A >0.9 14.33'1.18"0.89 IP20 N - ) \_/
OTM-TD30-SW*-F  30W 12/24V 2.5A /1.25A =0.9 10.3171.26™0.79 IP67 Tr I ac DI mmer . - " @
OTM-TD36-SW"-F  36W 12/24v 3A/1.5A >0.9 10.31*1.26*0.79 IP67 - t ' : mEEoe °

OTM-TDBO-SW*-F  60W 12/24v 5Af2.25A >0.9 1181*1.26*0.79 P67 \_//
OTM-TD96-SW*-F  96W 24V 4A »0.9 12.99*1.26"0.91 IP67

QTM-TDL0O-SW*-F 100w 12/24v 8.33A/ 4.17A =09 12.99%1.26*0.91 P67 : 7 LB=E °_ ————— @
OTM-TD150-SW*-F  150W 12/24y 12.5A/6.25A =0.9 14.49*1.26*0.91 IP&T ' \_/

Triac Dimmable LED Driver

.-'1757:-(_.ah?|ng n LED Driver,since 2006.../ /specializing in LED Driver,since 2006 18/
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CILD )
Dimmable Electronic Transformer

Mini size Triac/ ELV/Phase-cut dimming

Minimum size:3.31*1.57*0.98inch
+ Power range:60W-300W
« Input voltage range 100-130Vac

Dimming Range 0-100%
Damp and dry lecation

Build in active PFC, typical power factor=0.94
* THD<20%@120V Max. load
Super low loading request, works perfect at 20-100% load.

* Compatible with popular dimmers in the market, Title 24
JAB compliant

+ 5Hyears warranty

Class2 WET
ClassP TYPEHL

SELV @_ﬂf) "@"‘ FE Aﬁ

intertek e

—_— B |
) | PF

OTM-TDB0-E GOW 12/24v SA/2.254 =09 3.31"1.57*0.98 P20 Triac/MLV/ELVY Dimmer

OTM-TD96-E I6W 24V 4 =09 331*L57*0.98 P20

OTM-TD6O-| 60W 12/24v 5A/2.25A 0.9 3.48*1.50°0.98 P20 P Q 2
OTM-TD96-I 96W 24V 47 >0.9 3.48*1.50%0.98 P20 AC ﬁ : Electronic Transformer
OTM-TDGO-T 600 12/24¢ 5A/2.254 >0.9 3.50*1.500.98 P20 2

OTM-TD96-T 96W 24V 4 0.9 3.50*1.50"0.98 P20

OTM-TDG0-JA 60W 12/24v 54/2.254 0.9 5°3.22°1.64 P65 Triac Dimmable
OTM-TD96-JA 96W 24V 4A >0.9 5°3.22°1.64 P65

OTM-TD1S0-JA 150w 24 6.25A >0.9 10.94°4.25°1.77 P65

OTM-TD200-JA  200W 24V 8344 0.9 10.94*4.25"1.77 IP&S Triac/MLV/ELY Dimmer

OTM-TD300-JA 300w 24V 1254 >0.9 10.94°425°1.77 P65

OTM-TDIZ0-JAM  120W(60W*2) 12v/24V 2'54/2*2.5A 0.9 799322164 P65 g Electronic Transformer E]
OTM-TD1S0-JAM  L8OW(60W™3) 12v 3'54 >0.9 10.9873.22°1.64 P65 AC j—— —° it 2
OTM-TDIS2-JAM  192W (96W*2) 24V 24 0.9 10.98*3.22*1.64 P65 a 5

OTM-TD288-JAM  288W (96W"3) 24V 344 0.9 10.98*3.22*1.64 P65
Triac Dimmable
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WD‘MA OTTIMA LED DRIVER

5 in 1 Dimmable LED Driver

Triac dimmablef0-10V/1-10V/10V PWM/Potentiometer

« VR&PWM output, not change the color index
* Input Voltage 110-277Vac

+ Power Factor up to 0.98

+ Dimming range 0.01-100%

« Loading range 0.01-100%

« Work with Triac/Forward and Reverse phase
(leading and Trailing edge)/MLV/ELY Dimmer and
0/1-10V dimmer

« Cooling by free air convection
- Flicker-free

« 7 years warranty

seLv @). u%m FC (@) Sess2 wer

ek ClassP TYPEHL

Typical Specifications

*The following power, cutput voltage and output current can be adjusted according to customer requirements.

QOTM-YPA30

30W

L2V/24V/36V/48V

2.5A fL254/0.834/0.625A

209 62272.130.79 P20
OTM-VPAGO GOW L2V/24V/36V/48Y  SA/2.5A/1.66A/1.25A =09 835'2.2'0.34 P20
OTM-VPASO 80w LIV/24V/36V/A8Y  6.6TA /3.33A/2.22A/1.66A =09 83522%0.84 P20
OTM-VPAYE 96W 247/48Y 4[24 =09  835'2.2%0.94 P20
OTM-VPAL00 100w 12V/24V/36V/48Y  B33A/4.1TA/2.TTA/2.08A =09  83572.2%0.94 P20
OTM-VPA120 120W 12V/24V/36V/48V  10A/5A/3.33A/2.54 =09  10.76'3.07°L81 IP&7
OTM-VPAL50 150W 12V/24V/36V/48Y  12.5A/6.25A/4.16A/3.125A =09  10.76°3.07°1.81 P67
OTM-VPA200 2000 12V/24V/36V/48Y  16.6TA /8.33A/5.550/4.16A 209  10.76'3.07°L81 IP&7
OTM-VPA300 300W 1V/24V/36V/48Y 254712 5A/8.33A/6.25A 209  1198'307°181 IP&7
OTM-VPALZ0-M  120W(2xG0W) v 254 =09  10.76*307°L81 P67
OTM-VPALBO-M  18OW (3x60W) v 3'5A =09  10.76"3.07°L81 IP&7
OTM-VPAL92Z-M  192W(2:06W) 24V/48Y 274AJ2"IA =09  10.76"3.07*181 P67
OTM-VPA2BE-M  288W (3x96W) 24V/36V/48V 3TA/3T2E6A/3T2A =09  1L98"3.07°L8l IP&T
OTM-VPAZ00-M  300W (Sx60W) v 5'5A =09  11.98*307°181 P67
OTM-VPA340-M  340W (4x85W) 240148V 4*3.54A/47LTTA 209  1198'3.07°L81 IP&T

jz.lsncclallzing in LED Driver,since 2006... /

Quality of power supply Driving the Future .

AC

Phase-cut/Triac Dimmer
(Lighting System)

' .o1ovoe

+1-10V DC
+Potentiometer
+10V PWM Signal

{. TR S

WR[EUIM more chose

+

Fine Tunning 4—%.
the Output Voltage
[Qurpue vt |
A e e bolow:

A 12V Qutput: B.5V- 130
24V Outgut. 17.5¥.257

o o A6V Gutaut; 20.5V-38V

VMW a8y Gutput: 35,5050V
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=
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Quality of power supply Driving the Future .

Q’r‘r,ma OTTIMA LED BRIVER

5in1 Dimmable LED Driver

Triacdimmable/0-10%/1-10V/10VPWM/FPotentiometer

« JUNCTION BOX design,canbe used directly
- MeetU.5.A,Canadastandard
+ InputVoltage 110-27TVac
» Power Factorupto0.98
+ Dimmingrange 0.01-100%
Loadingrange 0.01-100%
» VR&PWM output,not change the colorindex

« Work with Triac/Forward and Reverse phase
(leading and Trailing edge)/MLV/ELV Dimmer
and 0/1-10V dimmer

® Tyear’swal’ranty
[ Dutp v‘n:.‘]
—_~ @ /7@ Class2 WET
My sewv @), . 7))
5 H W FE @) ciassr TyrEHL

Typical Specifications -

*The following power, output voltage and output current can be adjusted according to customer requirements.

12V/24V/36v/48v

2.5A /1.25A/0.83A/0.625A

6.71"4.57"1.65

OTM-VPA30-) 30w >0.9 P65
OTM-VPAGO -] 60N 12V/24V/36Y/48Y  5A/2.5A/1.66A/1.25A =0.9 B8.92*463'167 P65 L ,,,,, ey
OTM-VPABO-J  BOW 12V/28V/36V/48Y  6.6TA J3.33A/2.22A/1.66A 509 8.92%4.63°167 P65 AC K e o
OTM-VPASE - 96\ 24v/48y 4A/28 =0.9 8.92"4.63*1.67 P65 o T = -
OTM-VPALOO-J 100w 12V/24V/36V/48Y  8.33A/4.1TA/LTTA/2.08A 509 89274637167 P65 — @ —_ @ e
OTM-VPA120-J 120W 12V/24V 36\ 48 10A/5A/3.334/2.54 =0.9 10°5.2*1.67 P65
OTM-VPALS0-) 150w 12V/24V/36N/48Y  12.5A/6.25A/4.16A/3.125A 209 10°52°167 P65 21 g: gg
OTM-VPA200-]  200W 12V/24V/36V/48Y  16.6TA /8.334/5.554/4.16A >0.9 10°5.2*1.67 IP65 BhasecullTriac immer zg:f;\thﬁw mSEitgen ral
OTM-VPA300-J  300W 12V/24V/36V/48V  25A/12.5A/8 33476 254 =09  1138"52°167 P65 (Lighting System)
| L ! s :
OTM-VPALZ0-IM  120W(2xG0W) 12v 2'5A 209 10°52%167 IP&5
OTM-VPALBO -JM  180W (3x60W) 12v 3*5A =0.9 10°5.2*1.67 P85
OTM-VPALS2-JM  192W (2x96W) 24v/a8v AASZ2A 209  10°52°167 P65 ! .
OTM-VPAZES-JM 288V (3xIEW) 24V/36V/48Y 3"4A/372.66A/3"2A =09  1138'5.2"167 P65
OTM-VPA300-JM  300W (Sx60W) v 557 =09 1138*52*167 P65 ; 5 SwiohTa] 4o
OTM-VPA340-JM  340W (4x85W) 24[48V 4*3.540/4°LTTA 209 1138'5.2°167 P65 e L =U

={Fm
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4 Sac el

12% Dutput:.5v-13
24 Quzput: 17,5025
26U Quput: 26.5-34Y
5 Gutput: 15 54500
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